
Glide plug with flexible
angle – with felt
IC-LGF23

Flexible foot plug with felt foot part mounted with steel pins. The foot

can be tilted up to 12 degrees and is suitable for chairs with angled legs.

Fits several tube dimensions and is suitable for deeper holes where

sharp edges and shape variations may occur. 

Note: Not suitable for rough surfaces or holes in metal.

Art. no A B C1 C2 D1 D2 M1 M2 M3 M4

LGF231410S 14 10 23 12 17 21 PE-LD TPE PA Felt

LGF231612S 17.8 12 23 12 17 24 PE-LD TPE PA Felt

LGF231814S 18 14 23 12 17 24 PE-LD TPE PA Felt

LGF231915S 19 15 23 12 17 24 PE-LD TPE PA Felt

LGF231916S 19 16 23 12 17 24 PE-LD TPE PA Felt

LGF232218S 22 18 23 12 17 24 PE-LD TPE PA Felt

LGF232219S 22 19 23 12 17 24 PE-LD TPE PA Felt

LGF271814S 18 14 27 12 17 24 PE-LD TPE PA Felt

LGF271915S 19 15 27 12 17 24 PE-LD TPE PA Felt

LGF271916S 19 16 27 12 17 24 PE-LD TPE PA Felt

LGF272218S 22 18 27 12 17 24 PE-LD TPE PA Felt
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We reserve the right to make changes to technical

specifications without prior notice.
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