
Cable grommet for sheet
metal – 155 N
IWFH-005

Grommet for sheet metal. Easily mounted by hand.

Manage a tractive force of 155 N

Art. no A B1 B2 C D1 D2 M1

IWFH00502 7.9 4.8 9.5 1-1.6 1.4 6.5 PA

IWFH00507 9.5 7.1 11.9 3.3-4.3 1.4 8.9 PA

IWFH00511 12.7 7.9 14.5 1-3.2 1.4 8.9 PA

IWFH00512 11.9 8.6 13.5 1-1.6 1.4 5 PA

IWFH00514 12.7 9.9 14.5 1-3.2 1.4 8.9 PA

IWFH00518 15.1 11.9 16.7 1-1.6 1.4 5 PA

IWFH00519 16 12 18.5 1.5-2.5 1.4 8.9 PA

IWFH00523 17.4 14.4 19.3 1-1.6 1.4 5 PA

IWFH00536 28 23.8 30.9 1-3.2 1.4 10.1 PA

IWFH00543 38.1 33.3 40.9 1-3.2 1.4 10.1 PA

IWFH00545 47.6 38.1 50.8 1-3.2 1.4 10.1 PA

IWFH00546 50.8 41.3 54 1-3.2 1.4 10.1 PA

IWFH00547 50.8 44.5 54 1-3.2 1.4 10.1 PA

IWFH00548 57.2 47.1 63.1 5-6.4 1.4 16.9 PA
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Art. no A B1 B2 C D1 D2 M1

IWFH00549 63.5 50 67.5 5-6.4 1.4 16.9 PA

IWFH00550 76.2 62.7 80 5-6.4 1.4 17.7 PA

IWFH00551 101.6 88.1 105.4 5-6.4 1.4 16.9 PA
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