
Stainless steel indexing
plunger with plastic
handle – two positions
LKNS-004

Can be mounted in unthreaded hole. Hardened pin. Nut included.

Stainless. Plastic knob.With two positions.

Art. no A B C D1 D2 D3 M1 M2

LKNS004331.5 14 M6X0.75 3 16 12 3.5 Stainless steel A2 PA

LKNS004438.5 18 M8X1 4 19.5 15 4 Stainless steel A2 PA

LKNS004543.5 21 M10X1 5 21.5 17 5 Stainless steel A2 PA

LKNS004651.7 25 M12X1.5 6 25.7 20 6 Stainless steel A2 PA

LKNS004768 33 M16X1.5 8 34 26 8 Stainless steel A2 PA

LKNS004874 33 M20X1.5 10 36 28 10 Stainless steel A2 PA

LKNS004878 33 M20X1.5 12 38 28 12 Stainless steel A2 PA

LKNS004996 40 M24X2 16 48 32 16 Stainless steel A2 PA

Steel (stainless) Gray RAL 7021
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We reserve the right to make changes to technical

specifications without prior notice.

Address Ackurat Industriplast AB

Värnamovägen 42

360 30 Lammhult

Sweden

Phone

E-mail

Web

+46 (0)472 26 93 00

info@ackurat.se

ackurat.com


