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Steel spring pressure
screw with thread lock -
slot

PSTS-014

Screw with spring loaded ball (Plunger). Suitable when adjustment is
needed. Steel. Slot screw. Thread glue.

Note: C = Maximum pressure 'N' (approximate).

PSTS014073 M3 1.5 3 7 0.5 ¢ Steel A Steel
PSTS014077 M3 1.5 7 7 0.5 d Steel A Steel
PSTS0141910 M4 2.5 10 9 0.8 @ Steel A Steel
PSTS0141922 M4 2.5 22 9 0.8 ¢ Steel A Steel
PSTS01421211 M5 3 30 14 0.9 ¢ Steel A Steel
PSTS01421230 M5 3 30 12 0.9 @ Steel A Steel
PSTS01431413 M6 3.5 13 14 1 d Steel A Steel
PSTS01431440 M6 3.5 40 14 1 @ Steel A Steel
PSTS01441630 M8 5 30 16 1.5 @ Steel A Steel
PSTS01441673 M8 5 73 16 1.5 ¢ Steel A Steel
PSTS014519100 M10 6 100 19 2 @ Steel A Steel
PSTS01451935 M10 6 35 19 2 ¢ Steel A Steel
PSTS014622120 M12 8 120 22 2.5 d Steel A Steel
PSTS01462255 M12 8 55 22 2.5 @ Steel A Steel
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d Steel A Black
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