
Chair connector for sled

base chair – foot

mounted

SCSC-KB11

Joining brackets for sled-base chairs. Mounted with screws on the

underside of the tube.The chairs can be easily linked by aligning the legs

in parallel and sliding the brackets together. With a slight lift, the chairs

can then be pulled apart. Available for several tube dimensions.

Information about testing linked chairs can be found in EN 14703:2007.

Note: The brackets are sold in pairs. For a stable connection, two pairs

are recommended, one at the front and one at the back. Screws are not

included.

Art. no A B1 B2 C1 C2 C3 D M1

SCSC01110-11N 11-10 46 38 25 5 10 6 PP

SCSC01110-11S 11-10 46 38 25 5 10 6 PP

SCSC01112-13N 13-12 46 42 26 5 10 6 PP

SCSC01112-13S 13-12 46 42 26 5 10 6 PP

SCSC01114-15N 15-14 46 47 29 5 10 6 PP

SCSC01114-15S 15-14 46 47 29 5 10 6 PP

SCSC01116-17N 17-16 46 52 30 5 10 6 PP

SCSC01116-17S 17-16 46 52 30 5 10 6 PP

Natural (undyed) Black RAL 9017
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ISO 9001

We reserve the right to make changes to technical

specifications without prior notice.
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